S\

|~y

PRESSGLASS

Date: 10.12.2024

Declaration of Performance

PG-DOP-23
Unique identification code of the product type: Construction Product — Insulating Glass Units

1. Product Type:
4mm Ecoplus Toughened — 6.8mm Laminated clear, 90% Argon filled.

2. Intended Use:
The main intended use of the insulating glass unit/s are installations in curtain walling, doors, partitions, roofs and windows.

3. Manufacturer:
Press Glass Limited

4. System of assessment of performance:
System 1

5. In case of Declaration of Performance concerning product covered by a harmonised standard:
BS EN 12150 — Glass in building. Thermally toughened soda lime silicate safety glass
BS EN 1279 — Glass in building — Insulating glass units
BSI Assurance UK Limited, issue no. 067

Essential
Characteristics Declared Performance

Spacer Width (mm) 20 18 16 14 12 10 8 6
Resistance To Fire NPD NPD NPD NPD NPD NPD NPD NPD
Reaction To Fire NPD NPD NPD NPD NPD NPD NPD NPD
External Fire Performance NPD NPD NPD NPD NPD NPD NPD NPD
Bullet Resistance NPD NPD NPD NPD NPD NPD NPD NPD
Explosion Resistance NPD NPD NPD NPD NPD NPD NPD NPD
Burglar Resistance NPD+P2A NPD+P2A NPD+P2A NPD+P2A NPD+P2A NPD+P2A NPD+P2A NPD+P2A
Pendulum Body Impact 1(C)1+1(B)1 1(C)1+1(B)1 1(C)1+1(B)1 1(C)1+1(B)1 1(C)1+1(B)1 1(C)1+1(B)1 1C)1+1(B)1  1(C)1+1(B)1
Resistance
LEEEle G e 200 + 40 200 + 40 200 + 40 200 + 40 200 +40 200 + 40 200 + 40 200 + 40
Differential Resistance (K)
Load Resistance (MPa) 120 + 45/45 120 + 45/45 120 + 45/45 120 +45/45 120 + 45/45 120 + 45/45 120 + 45/45 120 + 45/45
ol IReleion Rl NPD NPD NPD NPD NPD NPD NPD NPD
(C;Ctr)
Thermal Transmittance

14 1 1 14 12 14 1 1
(W/m2K) U Value 0 0 g &
Light Transmittance 65% 65% 65% 65% 65% 65% 65% 65%
Solar Energy Transmittance 39% 39% 39% 39% 39% 39% 39% 39%

Signed for and on behalf of the manufacturer.

Stephen Ivey

Group Quality Manager

Mill Stream Way, Central Business Park, Swansea SA7 OAE
T:01792 77 37 52
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